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Havali atik yag bosaltma tanki motor ve disli kutusundan bosaltilan atik yaglarin toplanmasi igindir.
Teleskobik huni ile tank icerisine atik yaglari toplayabilmekte ve buradaki kullaniimis yag miktari seviye
g0stergesinden takip edilebilmektedir. 80 Lt depo kullanim kapasitesi mevcuttur. Teleskopik huni sayesinde
arag lifte kaldirilip tapa sokiilerek kullanilabilmektedir. Iki sabit iki dénerli teker sayesinde hareket kabiliyeti
yuksektir. Tank icerisindeki atik yag tahliyesi hava ile yapilmaktadir. Tank tzerinde bulunan emniyet ventili
asirl hava basinglarina karsi koruma saglar. Paslandirici ve parlayici sivilarda kullanilmamasi gerekir.

The waste oil drain bucket is for collecting waste oil discharged from the gear box and motor. The fill rate
can be monitored from the level indicator on the tank. 80 Lt storage capacity available. The vehicle can be
lifted on the lift and waste oil can be drained by telescopic funnel. It has high mobility through to two fixed
and two rotating wheels. Tank discharge is done with air. The safety valve on the tank provides protection
against extreme air pressures. It should not be used in corrosive and flammable liquids.

Standartlar standards
r_ﬂm1 7902
Huni

Funnel

Opsiyonlar optionals

2095 20mm 7903
Hava Kaplini Huni
Air Coupler v Funnel

Ozellikler Features KAPASITE
MODEL | SALISMASEKLI | TAHLIYE BASINCI | KAPASITE | HORTUM
Working Princible | Discharge Pressure Capacity UZUNLUGU
Hose Length
Havall
4290 . 0,5 Bar 80 Lt. 1,5 Mt 48x49x113 25
Air Operated
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Guvenlik Kurallan & Uyarilar

Safety Rules & Warnings

Uriint kullanmaya baslamadan énce is glivenligi ekipmanlarinizi tizerinizde
bulundurunuz.

Before using the product, please wear the safety equipment.

Uriin Gizerinde bulunan metal aksamda kesinlikle kaynak yapmayiniz.

Do not weld over the tank.

DIKKAT ! Belirtilen depo kapasitesini asmayiniz.

Kapasite
. ! i
Capac:ty CAUTION ! Do not exceed the tank capacity.
Urre
UYARI ! Depodaki yagi bosaltirken, vanalari kapatiniz.
e WARNING ! Close the valve, when you pour out the oil.
T Yag bosaltma islemi igin, depo igerisine yalnizca 0,5 bar hava veriniz.

0,5 BAR

For oil discharge from tank, pressure never exceed 0,5 bar or 7,3 psi.

ORIGINAL PART

Cihazinizla beraber, opsiyonlar kisminda belirtilen pargalar diginda herhangi
bir malzeme kullanmayiniz. Yalnizca orjinal yedek parga kullaniniz.

Only use original spare parts. Never use any parts, which are not in the
optional selection.

X

Cihazinizla galigirken, atik yagdlarin yere dokiilmemesine dikkat ediniz.
Atik yaglarin kontrolt ile ilgili yonetmeliklere uyunuz.

Please take care for environmental safety. And be careful for waste oil drops.
Always follow the waste oil regulations.

¢

Bu tirtin yanlizca atik yaglarin toplanmasi igin kullanilmaktadir. Farkli bir amag veya sivilar ile
(benzin, mazot, solvent vb.) Kullanilmamaldir.

For oil only. Do not use for/with : diesel, petrol(gasoline), solvents etc.

ariza ve yaralanmalardan GULER3AN sorumlu degildir.

f Yukarida bahsi gegen guvenlik kurallarina ve uyarilara uyulmamasi halinde olugabilecek,

In the case of failure to follow the above mentioned topics is not responsible for GULEIdAN

company.
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Assembly & Using Instruction

A\ Misteriye Ait Yukimltlikler
Customer’s Obligations

@ Miisteri, pompay! caligtirmak igin yeterli bilgi ve egitim diizeyine sahip operatér bulundurmalidir.
The customer must have sufficient staff with the knowledge and equipment.

@ Miisteri, pompanin galigmasi ve sirekliliginin saglanmasi igin, teknik verilerde belirtilen detaylara
uygun kompresor veya elektrik tesisatina sahip olmasi gereklidir.
The customer must have compressor and electrical installations which are accordance with the
technical data.

@ Misteri, yag bosaltma islemi esnasinda, gevre giivenligini almakla yukimltdir. Atik yaglarin kontrol
yonetmeligine gore gerekli tedbirleri almalidir.
The Customer during the discharge of oil, are obliged to take environmental safety. It should take the
care measures according to regulations.

@ Misteri, bakim gizelgesinde belirtilen uyarilari dikkate almali ve uygulamalidir. Gerekli bakimlari
yerine getirilmeyen Urtnler garanti kapsami disinda tutulmaktadir.

The customer must comply with the rules specified in the maintenance schedule. Products, which are
not made maintenance, will be out of the warranty.

www.gulersan.com
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Assembly & Using Instruction
@ Yag bosaltma iglemi igin ;
For discharge waste oil from tank ;
@ Uriin Gizerinde bulunan biitiin vanalari kapali konuma getiriniz.
Close all the valves, which are located over product.
@ Tank lizerinde bulunan hava giris kertikli ucuna (18), hava kaplinini baglayiniz ve vanayi (17) acik

konuma getiriniz.
Close all the valves, which are located over product. Connect the air coupler to the air inlet nipple (18)

Latfen dikkatlice okuyunuz.
Please ! Read this information carefully.

Vana
Valve

&,
Hava Giris Kertikli Ug
Air Inlet Nipple
@ Manometre saati tizerinde 0,5 bar degerini gérdiikten sonra vanayi (17) kapali konuma getiriniz.
Close the valve (17) when the pressure has arrived the 0,5 bar value.

A(")NEMLi UYARI !

@ Uriin Gzerinde bulunan emniyet ventiline kesinlikle miidahale etmeyiniz. Bu ventil tank igerisinde
olusan fazla basinci tahliye eder ve sistemin giivenli calismasini saglar. Emniyet ventilinin ayarinin
degistiriimesi, sokulerek yerine kor tapa takilmasi ciddi yaralanmalara ve kazalara sebebiyet verebilir.
Bu gibi durumlarda sorumluluk kullaniciya aittir ve Grtin garanti kapsami disinda tutulmaktadir.

WARNING !

Never change the settings of safety valve, which is located over tank. Safety valve for discharge the
excess air pressure from the tank. If you change the settings or remove the safety valve; it may
cause injuries or damage.

Emniyet Ventili
Safety Valve

Emniyet Ventili
Safety Valve

@ Tankin alt béliimiinde bulunan yag bosaltma hortumunu (23), atik yagi depolayacaginiz kap, varil vb.
Urtne yerlestiriniz. Atik yagin ¢evreye dokilmemesi igin gerekli tedbirleri aliniz.

Mount the oil discharge hose (23) to the pot, which one is for waste oil. Take care for environmental
safety.
@ Yag bosaltma vanasini (20) aginiz ve tank icerisinde bulunan atik yagi bosaltiniz.
Open the oil discharge valve (20) and discharge the waste oil.

Yag Bosaltma Hortumu

@ Oil Discharge Hose
Yag Bosaltma Vanasi

6 Oil Discharge Valve

www.gulersan.com
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Assembly & Using Instruction

@ Huni Kullanimi igin;
For funnel using;

@ Tank lizerinde bulunan takoza ait bakalit civatayi ( 7 ) gevseterek, uygulama yapacaginiz alana gére
huni borusunun yiiksekligini ayarlayiniz. Bu islemin ardindan bakalit civatayi sikiniz.

Screw off the bakalite bolt ( 7) and set the funnel pipe for your working are. And than screw on the
bakalite bolt again for stability.

Bakalit Civata

Bakalite Bolt .
Huni Vanasi

Funnel Valve

@ Huni alt kisminda bulunan vanayi aginiz ( 3) ve yag bosaltma islemini gergeklestiriniz.
Open the valve ( 3 ), which one is located under the funnel and discharge the waste oil.

2\ GNEMLI UYARI 1

@ Huni vanasini agmadan énce, tank igerisinde hava olmadigindan emin olunuz. Aksi halde kaza ve
yaralanmalara sebep olabilir.

2\ WARNING |

® Before open the funnel valve, please check the tank. If there is a pressure air inside of tank, you
have to discharge for your safety.

www.gulersan.com
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Bakim

Maintenance

PERIYODIK BAKIMLAR

GUNLUK
HAFTALIK
AYLIK
YILLIK

Pompayi gunlik olarak temizleyiniz.

X

Hortum baglantilarini kontrol ediniz ve gevseyen
baglanti veya rekorlari sikilagtiriniz.

X

Tank'in yan kisminda bulunan seviye gdstergesine
bakiniz ve tank dolu ise bosaltiniz.

X

Manometre saatinin calisip galismadigini kontrol
ediniz. Bozulmus ise yenisi ile degistiriniz.

X

Hortumlari kontrol ediniz, eskimis hortumlari
yenisiyle degistiriniz. X

Tekerlekleri kontrol ediniz, eskimis tekerlerinizi
yenisi ile degistiriniz.

X

Pompanin genel bakiminin yapiimasi igin yetkili
teknik servisi bagvurunuz. X

Yukarida belirtilen bakim kurallari hayati énem icermektedir. Kurallarin uygulanmamasi dolayisiyla
kaynaklanan yaralanmalardan ve arizalardan GULERdAN sorumlu degildir.

www.gulersan.com




www.gulersan.com

R GULE3dMAN

Maintenance

Bakim

Liitfen dikkatlice okuyunuz.
Please ! Read this information carefully.

PERIODIC MAINTENANCE

DAILIY

WEEKLY

MONTHLY

YEARLY

Clean the oil drainer daily.

Check the hose connection,If there is a loose
connection, make it tighten.

X

Look at the level indicator on the side of the tank
and empty it if the tank is full.

X

Check if the pressure gauge is working. If it is
defective, replace it with a new one.

X

Check the hoses, replace the old hoses with a
new one.

Check the wheels, replace your old wheels with
new ones.

X

Contact with an authorized service for general
maintenance.

In the case of failure to follow the above mentioned topics is not responsible for GULEIAN company.
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Ariza Durumunda Yapilacak islemler

Troubleshooting

Pompa 'ya hava girisi yapildiginda manometre
saati ylkselmiyor.

Hava basma tertibatinda bulunan mini vana
kapall konumda olabilir agik konuma getiriniz.

Huni borusu asagi yukari hareket etmiyor.

Bakalit civata sikili pozisyonda kalmis olabilir
kontrol ediniz.

Depo icerisinde basingh hava var fakat yag
bosalmiyor.

Depo tahliye vanasi kapali pozisyonda kalmis
olabilir agik pozisyona getiriniz.

@ Yukarida belirtilen durumlar disinda bir ariza meydana gelmesi halinde litfen GULE3AN yetkili

servisinden destek talep ediniz.

® Almis oldugunuz Urtinuin 2 yillik garanti stiresinden yararlanmak icin fatura ibrazi zorunlu

tutulmaktadir.

@ Fabrika ayarlari degistirilerek veya belirtilen maddeler diginda farkli bir madde ile kullanilan

cihazlariniz garanti kapsamina girmez.

10

www.gulersan.com




www.gulersan.com

Liitfen dikkatlice okuyunuz.
Please ! Read this information carefully.

R GlULE3dAN

Troubleshooting

Ariza Durumunda Yapilacak islemler

When air is supplied to the oil drainer, the pressure| Mini valve on the air pumping system may be in

gauge does not increase. closed position, turn it to open position.
Funnel tube does not move up and down. Check whether the bakelite bolt is in the tightened
position.

There is pressure air in the tank, but the waste oil | The tank drain valve may have remained in the
does not drain. closed position, bring it to the open position.

If the problem is not solved;
@ Do not attempt any further action.
@ Please contact with GULERYAN authorized service.

@® Never change the factory settings and any parts of the pump, without authorized service’s
knowledge.

11
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Uriin Teknik Resmi
Technical Drawing

Yedek parga siparislerinde, parga numarasi ve parga ismi belirtiniz.

12 Model 4290
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MODEL 4290

MONTAJ NO| ADET ACIKLAMA MONTAJ NO | ADET ACIKLAMA
1 1 KAYNAKLI HUNi 19 1 DIRSEK
2 2 PLASTIK CONTA 20 1 1-2 MiNi KURESEL VANA
3 1 1" CELIK SAPLI VANA 21 1 HORTUM ADAPTORU
4 1 HUNIi BORUSU 22 2 HORTUM KABUGU
5 3 HUNI BORUSU ORINGi 23 1 3/4 ORGULU SEFFAF HORTUM
6 1 HUNi BORU TAKOZU 24 1 YAG BOSALTMA BORUSU
7 1 M8X45 NO 2 BAKALIT CIVATA 25 1 YAG BOSALTMA BORUSU TAPASI
8 1 TANK 4290 26 4 TEKERLEK PULU
9 1 EMNIYET VALF NiPELI 27 2 150x40 TEKERLEK
10 1 EMNIYET VALF SOMUNU 28 2 SEGMAN
11 1 EMNIYET VALF YAYI 29 2 3-8 KAPALI SOMUN
12 1 EMNIYET VALF MiLi 30 2 TEKER 75X25
13 1 EMNIYET VALF CONTASI 31 2 3/8 RONDELA
14 1 EMNIYET VALF GOVDESI 32 2 3/8X 20 CIVATA
15 1 KRUVA 33 2 SARI DIRSEK
16 1 MANOMETRE 34 2 DIRSEK SOMUNU
17 1 1-4 MiNi KURESEL VANA 35 1 GOSTERGE HORTUMU
18 1 KERTIKLIi UG 36 1 HUNi BORU TAKOZU ORINGi

Part List
MODEL 4290

ASMB. NO | QTY DESCRIPTION ASMB. NO | QTY DESCRIPTION
1 1 WELDED FUNNEL 19 1 ELBOW
2 2 PLASTIC GASKET 20 1 1-2 MINI BALL VALVE
3 1 1" STEEL STEM VALVE 21 1 HOSE ADAPTERU
4 1 FUNNEL TUBE 22 2 HOSE SHELL
5 3 FUNNEL TUBE ORING 23 1 | 3/4 BRAIDED TRANSPARENT HOSE
6 1 FUNNEL PIPE WEDGE 24 1 OIL DISCHARGE PIPE
7 1 M8X45 NO 2 BAKELITE BOLT 25 1 OIL DISCHARGE PIPE STOPPER
8 1 TANK 4290 26 4 WHEEL WASHER
9 1 SAFETY VALVE NIPPLE 27 2 150X40 WHEEL
10 1 SAFETY VALVE NUT 28 2 SEGMENT
11 1 SAFETY VALVE SPRING 29 2 3-8 CLOSED NUT
12 1 SAFETY VALVE SPINDLE 30 2 75X25 WHEEL
13 1 SAFETY VALVE GASKET 31 2 3/8 RONDEL
14 1 SAFETY VALVE BODY 32 2 3/8 X 20 BOLT
15 1 AIR SYSTEM BODY 33 2 YELLOW ELBOW
16 1 MANOMETER 34 2 ELBOW NUT
17 1 1-4 MINI BALL VALVE 35 1 INDICATOR HOSE
18 1 NOTCHED NOZZLE 36 1 FUNNEL PIPE WEDGE ORING

Model 4290

13
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Sertifikalar

Certificate

EC DECLARATION OF CONFORMITY
FOLLOWING THE EUROPEAN DIRECTIVES
2006/42/EC MACHINERY SAFETY
2006/42/AT MAKINA EMNIYET] YONETMELIGI* NE GORE
AT UYGUNLUK BEYANI

Manufacturer GULERSAN YAGLAMA CIHAZLARI SAN. VE TiC.
Uretici LTD. §Ti.

Address Saray Mahallesi, Site Yolu Caddesi Naya Sokak
Adresi No : 15 Umraniye / istanbul - TURKIYE

Phone, Fax +90 216 634 48 10

(Tel, Faks) +90 216 634 48 14

Web www.gulersan.com
E-mail gulersan@gulersan.com

(E-posta)

Authorised person to compile the UGUR HUSEYIN GULER

relevant technical documentation Saray Mahallesi, Site Yolu Caddesi Naya Sokak
Teknik dosyay: hazirlamakta yetkili olan ve No : 15 Umraniye / Istanbul - TURKIYE
Turkiye'de yerlegik kisinin odi ve adresi

Product description OIL DRAINERS

Oriin tanimlamast YAG BOSALTMA KOVALAR!

Model numbers 4290, 4300, 4230, 4250, 4295.20, 4295.40
Mode! numnaralart

herewith declare that the product
OIL DRAINERS
isin formity with the provisions of the |
d when i lled in accord: with the i llation i ined in the product
documentation
Yukarida tarifi yapian diriiniimiiz olan YAG BOSALTMA KOVALARI asodida belirtilen Avrupa Teplulugu (AT)
tarafindan yayinlanms olan ilgili Avrupa Toplulugu (AT) dir temel sagirk ve gii
gerekliliklerini karsiladigin beyan ederiz

European directive(s) Machinery Safety Directive (2006/42/EC)
ilgili AT direktifleri Makine Emniyeti Yonetmeligi (2006/42/AT)

European standart{s} EN SO 12100:2010
ilgili AT standartlart

Forand on behalf of the GULERSAN VAGLM#A CIHAZLM SAN. VETIC. LTD. STI ;

L 7
UGUR HUSEYIN GULER, General Ménager (Gene! Miidir)
Issued in (Yaymlanfna yeri): ISTANBUL / TURKIYE Issue date (Yaynlanma tarihi): 01.01.2015
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Satis Sonrasi Hizmetler
After Sales Services

®
am
-—
[ ¢ CULE3MAN
Saray Mah. Site Yolu Naya Sk. No:15 Umraniye / istanbul TURKIYE
Tel : +90 216 634 48 10 (pbx)
www.gulersan.com / gulersan@gulersan.com
Model No :

Calisma Tipi D s

¢ Working Type

- Kapasite :
Capacity L

<«— Hortum Uzunlugu
Hose Length

o o m »

Agirhk
Weight

Yukarida liriine ait etiket bulunmaktadir.

Buna gére :

A : Pompanin ¢alisma seklini belirtmektedir.
: Depo ve fanus kapasitesini belirtir.

: Pompaya ait hortum uzunlugunu belirtir.

: Pompanin yag konulmamis bos agirhgidir.

m O O @

: Pompanin seri numarasidir.

SERIALNO: —» E

Showing working type.

Showing capacity of tank and funnel.
Showing hose length.

Showing machine weight without oil.

Showing serial number.

® Garanti islemlerinden faydalanmak igin fatura ibrazi zorunludur.
To take advantage of warranty, invoice must be given.

@® Faturanin bulunamadigi durumlarda pompa tzerindeki seri numarasini belirtiniz.
If there is no invoice, please indicate of the pump’s serial number.

@ Uriin kullanim émrii 8 yildir.
Consumer life is 8 year.

@ Bu kullanma talimatinda yer alan teknik resimlerde belirtilen pargalar, 2014 yili ve sonrasinda
Uretilen Urinleri temsil etmektedir.
Operating instructions technique shown in pictures, represent products manufactured in 2014
and later.

15
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CULERdADN

Yaglama Cihazlar & Lubrication Equipment

Fabrika

Saray Mah. Site Yolu Naya Sk. No: 15 Umraniye / istanbul-TURKIYE - TURKEY
Tel : +90 216 634 48 10 (pbx)

Faks . +90 216 634 48 14

E-mail : gulersan@gulersan.com

Web . www.gulersan.com

Istanbul Magaza

Y.Dudullu Mh. Tavukguyolu Cd. No:198 Serifali, Umraniye / istanbul - TURKIYE - TURKEY

Tel : +90 216 526 07 11 (pbx)
Faks : +90216 634 48 14
E-mail : dudullu@gulersan.com
Web : www.gulersan.com

Ankara Magaza

Alinteri Bulvari Giil 86 Koop. No:1/24 Ostim / Ankara - TURKIYE - TURKEY

Tel : +90 312 385 23 30 (pbx)

Faks : +903123852377

E-mail : gulersanankara@gulersan.com
Web : www.gulersan.com

® Yetkili servis telefonlarini asagidaki numaradan égrenebilirsiniz.

@ For the authorized service telephone number to learn, call this number.

C+90 216 526 07 11)

www.gulersan.com
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